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1. General information

1. General information

described in the operating instructions has been designed and
manufactured using state-of-the-art technology. All components

are subject to stringent quality and environmental criteria during
production. Our management systems are certified to ISO 9001 and
ISO 14001.

B The model TGT73 inteliTHERM gas-actuated thermometer m

B These operating instructions contain important information on
handling the instrument. Working safely requires that all safety
instructions and work instructions are observed.

B Observe the relevant local accident prevention regulations and
general safety regulations for the instrument's range of use.

B The operating instructions are part of the product and must be kept
in the immediate vicinity of the instrument and readily accessible to
skilled personnel at any time.

| Skilled personnel must have carefully read and understood the
operating instructions prior to beginning any work.

B The manufacturer's liability is void in the case of any damage caused
by using the product contrary to its intended use, non-compliance
with these operating instructions, assignment of insufficiently
qualified skilled personnel or unauthorised modifications to the
instrument.

B The general terms and conditions contained in the sales
documentation shall apply.

B Subject to technical modifications.

® Further information:

- Internet address: www.wika.de / www.wika.com
- Relevant data sheet: TV 17.10

WIKA operating instructions model TGT73 (Ex) 5



2. Design and function

2. Design and function

E 2.1 Overview

® Case

@ Dial

® Pointer

@ Stem

® Electrical connection with cable box

2.2 Description

The gas-actuated thermometer consists of a stem, capillary, Bourdon
tube and transmitter in the case. These parts are combined to form a
single unit. The entire measuring system is filled with an inert gas under
pressure.

Any change in temperature causes a change in internal pressure in the
stem, and thus a change in the shape of the pressure element.
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2. Design and function

This motion is converted, via a mechanical movement, into a rotational
motion. A magnet on the pointer shaft rotates proportionally to the
instrument pointer as a direct linear function of the process temperature.
The downstream electronics detect the rotational motion of the magnet
in the display range.

A magnetic-field dependent rotational sensor picks up this change on
the electronics side, contact-free, wear-free and without reaction on the
pressure element.

The rotational motion is converted into an electrical signal. The
electronics are factory-set to the standard 4 ... 20 mA passive output
signal. The span of the electrical output signal corresponds to the scale
span on the dial.

Through these two standard electrical output signals, this instrument
can be set to almost any range in the industry.

Thermometers from the intelliTHERM range with transmitters combine
all the advantages of a local mechanical display with the industry's
requirements for electrical signal transmission and a modern measured
value registration.

Variations in the ambient temperature acting on the case are
compensated for by a bimetal element mounted between the movement
and the measuring tube.

Scale ranges with accuracy class 1 per EN 13190

between -200 ... +700 °C

2.3 Scope of delivery
Cross-check scope of delivery with delivery note.

WIKA operating instructions model TGT73 (Ex) 7



3. Safety
3. Safety

3.1 Explanation of symbols

WARNING!
...indicates a potentially dangerous situation that can result
in serious injury or death, if not avoided.

CAUTION!

...indicates a potentially dangerous situation that can result
in light injuries or damage to property or the environment, if
not avoided.

DANGER!

... identifies hazards caused by electrical power. Should the
safety instructions not be observed, there is a risk of serious
or fatal injury.

WARNING!

...indicates a potentially dangerous situation in the
hazardous area that results in serious injury or death, if not
avoided.

WARNING!
...indicates a potentially dangerous situation that can result
in burns, caused by hot surfaces or liquids, if not avoided.

Information
... points out useful tips, recommendations and information
for efficient and trouble-free operation.

=P >PP

o
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3. Safety

3.2 Intended use

Thermometers with output signal combine a mechanical measuring

system with electronic signal processing and are used to control

process values as well as for plant monitoring in industrial applications. m

Only use the instrument in applications that lie within its technical
performance limits (e.g. temperature limits, material compatibility, ...).

- For performance limits, see chapter 10 “Specifications”

The instrument has been designed and built solely for the intended use
described here, and may only be used accordingly.

The manufacturer shall not be liable for claims of any type based on
operation contrary to the intended use.

3.3 Improper use

WARNING!

Injuries through improper use

Improper use of the instrument can lead to hazardous

situations and injuries.

» Refrain from unauthorised modifications to the
instrument.

» Do not use the instrument with abrasive or viscous
media.

Any use beyond or different to the intended use is considered as
improper use.

WIKA operating instructions model TGT73 (Ex) 9



3. Safety

3.4 Responsibility of the operator
The instrument is used in the industrial sector. The operator is therefore
responsible for legal obligations regarding safety at work.

The safety instructions within these operating instructions, as well as the
safety, accident prevention and environmental protection regulations for
the application area must be maintained.

The operator is obliged to maintain the product label in a legible condition.

To ensure safe working on the instrument, the operating company must

ensure

B that suitable first-aid equipment is available and aid is provided
whenever required.

B that the operating personnel are regularly instructed in all topics

regarding work safety, first aid and environmental protection

and know the operating instructions and, in particular, the safety

instructions contained therein.

that the instrument is suitable for the particular application in

accordance with its intended use.

that personal protective equipment is available.

On the wetted parts of the instrument, small residual
amounts of the adjustment medium (e.g. compressed air,
water, oil) can adhere from production. With increased
requirements for technical cleanliness, suitability for

the application must be checked by the operator before
commissioning.

3.5 Personnel qualification

WARNING!

Risk of injury should qualification be insufficient!

Improper handling can result in considerable injury and

damage to property.

» The activities described in these operating instructions
may only be carried out by skilled personnel who have
the qualifications described below.
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3. Safety

3.6 Skilled personnel

Skilled personnel are understood to be personnel who, based on their

technical training, knowledge of measurement and control technology

and on their experience and knowledge of country-specific regulations, m
current standards and directives, are capable of carrying out the work
described and independently recognising potential hazards.

3.7 Labelling, safety marks

ANA- € o158

Q—{ ) 1= 100maA Article—No|
U;= DC 3oV Serial—No|
Pi= 720mW CML 18 ATEX 2109 X
@—:] f‘:: LL;;g\'h\e IECEx CML 18.0059 X
WIKA Alexander Wiegand SE & Co. KG 63911 Klingenberg/Germany SHI 14328147
@ Model + transmitter electronics
@ Article number
® Serial number
@ Date of manufacture (month/year)
® Exmarking
® Case filling
@ Supply voltage
Output signal
@© Scale range
AE> @QI Before mounting and commissioning the
instrument, ensure you read the operating

instructions!

Risk of burns!
Potentially dangerous situation caused by hot surfaces.
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3. Safety

3.8 Ex marking

DANGER!

Danger to life due to loss of explosion protection

Non-observance of these instructions and their contents

may result in the loss of explosion protection.

» Observe the safety instructions in this chapter and
further explosion protection instructions in these
operating instructions.

> Observe the information given in the applicable type
examination certificate and the relevant country-specific
regulations for installation and use in hazardous areas
(e.g.IEC 60079-14, NEC, CEC).

Check whether the classification is suitable for the application. Observe
the relevant national regulations.

ATEX
IECEX
12G  ExiallCT6/T5/T4 Gb
12D ExialllBT85°C /T100°C/T135°C Db

3.9 Specifications and temperature limits

Ingress protection per IEC/EN 60529

For information on the ingress protection of the respective instrument,
see chapter 10 “Specifications”. For the IECEx assessment, IP20
ingress protection was assumed.

Permissible temperature range

For determining the maximum temperature at the instrument, besides
the medium temperature also other influences such as the ambient
temperature and, if applicable, the solar irradiation must be taken into
account.
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3. Safety

Gas hazardous areas

Required temperature class Permissible temperature range
(ignition temperature) at the instrument
T6

-20... +45 °C
T5 -20...+60 °C
T4..T1 -20 ... +60 °C (+70 °C optional)

Dust hazardous areas

Maximum surface temperature | Permissible temperature range
at the instrument

T85°C -20...+45°C
T100°C -20 ...+60 °C
T135°C -20 ... +60 °C (+70 °C optional)

The installation should be made in such a way that the temperature
range of the instrument, also considering the effects of convection and
thermal radiation, neither exceeds nor falls below the permissible limits.

Compliance with the permissible temperature range during operation
must be ensured by the operator. The area shown in the following
picture under “T-Ref” can be used for this purpose.

WIKA operating instructions model TGT73 (Ex) 13



3. Safety

3.10 Special conditions for safe use (X conditions)

1) The temperature class and permitted maximum ambient
temperature are dependent upon the options fitted within the
equipment and may not be marked on the equipment label. The
user shall refer to this certificate and to the equipment instructions
for details of the applicable temperature class and ambient
temperature range.

2) The user shall consider that heat may be transferred along the
measuring probe and the equipment shall not exceed the maximum
permitted ambient temperature. For further information, refer to the
user instructions.

3) The equipment may incorporate an integral cable. The user shall
ensure that, when installed, the cable is fixed in place and is
protected from mechanical damage.

4) For Group lll applications, under certain extreme circumstances,
the non-metallic coating of the enclosure of this equipment may
generate an ignition-capable level of electrostatic charge. Therefore,
the equipment shall not be installed in a location where the external
conditions are conducive to the build-up of electrostatic charge
on such surfaces. The user/installer shall implement precautions
to prevent the build-up of electrostatic charge, e.g. locate the
equipment where a charge-generating mechanism (such as
wind-blown dust) is unlikely to be present and clean with a damp
cloth.
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4. Transport, packaging and storage

4. Transport, packaging and storage

4.1 Transport

Check the instrument for any damage that may have been caused by
transport.

Obvious damage must be reported immediately.

CAUTION!
Damage through improper transport
With improper transport, a high level of damage to property

can occur.

» When unloading packed goods upon delivery as well as
during internal transport, proceed carefully and observe
the symbols on the packaging.

> With internal transport, observe the instructions in
chapter 4.2 “Packaging and storage”.

4.2 Packaging and storage

Do not remove packaging until just before mounting.

Keep the packaging as it will provide optimum protection during
transport (e.g. change in installation site, sending for repair).

Permissible conditions at the place of storage:
Storage temperature

- Without liquid dampening: -50 ... +70 °C (EN 13190)
- With liquid dampening: -40 ... +70 °C (EN 13190)

Avoid exposure to the following factors:

B Direct sunlight or proximity to hot objects

B Mechanical vibration, mechanical shock (putting it down hard)
B Soot, vapour, dust and corrosive gases

B Hazardous environments, flammable atmospheres

Store the instrument in its original packaging in a location that fulfils the
conditions listed above.

The use of liquid dampening is always recommended for
temperatures near the dew point (1 °C around 0 °C).

WIKA operating instructions model TGT73 (Ex) 15



5. Commissioning, operation

5. Commissioning, operation

appropriate instrument has been selected in terms of scale range,

E Before installation, commissioning and operation, ensure that the
design and specific measuring conditions.

WARNING!
A Physical injuries and damage to property and the

environment caused by hazardous media

Upon contact with hazardous media (e.g. with flammable

or toxic substances), harmful media (e.g. corrosive, toxic,

carcinogenic, radioactive), there is a danger of physical
injuries and damage to property and the environment.

Should a failure occur, aggressive media with extremely

high temperature and under high pressure may be present

at the instrument.

» For these media, in addition to all standard regulations,
the appropriate existing codes or regulations must also
be followed.

» Wear the requisite protective equipment.

5.1 Mechanical connection

When screwing the instruments in, the force required to do this must not
be applied through the case, but only through the spanner flats provided
for this purpose, and using a suitable tool.

/4

Installation with
open-ended spanner

B If possible, the entire length of the stem should be exposed to the
temperature being measured. However, at least the length of the
active part that corresponds to the length of the gas expansion
vessel (active length).

16 WIKA operating instructions model TGT73 (Ex)
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5. Commissioning, operation

B |n pipelines or other measuring points, the temperature probe must
be positioned as far towards the flow as possible.

® Errors in thermal conduction occur if the area where the temperature
is to be measured is so small, that the mass of the temperature
probe acts as thermal capacity. Errors in thermal conduction may
also occur if the insertion depth is insufficient, if the mounting fittings
are connected to a good thermal conductor (metal plate or similar)
and there is a considerable difference in temperature between the
measuring and mounting element temperatures.

B Mount the indicator case free from vibration. If necessary, it is
possible to isolate the installation from the mounting point, e.g. by
installing a flexible connection line between the measuring point and
the thermometer and mounting the instrument on a suitable bracket.

Requirements for the installation point

If the line to the measuring instrument is not adequately stable, an
instrument mounting bracket should be used for fastening. If vibrations
cannot be avoided by means of suitable installation, filled instruments
should be used. The instruments should be protected against coarse
dirt and wide fluctuations in ambient temperature.

Permissible vibration load at the installation site

The instruments should always be installed in locations free from
vibration. If necessary, it is possible to isolate the instrument from the
mounting point, e.g. by installing a flexible connection line between the
measuring point and the instrument and mounting the instrument on a
suitable bracket.

If this is not possible, the following limit values must not be exceeded:

Frequency range < 150 Hz
Acceleration < 0.5 g (5 m/s?)

WIKA operating instructions model TGT73 (Ex) 17



5. Commissioning, operation

The liquid filling must be checked on a regular basis.

The liquid level must not drop below 75 % of the instrument diameter.

Heavy shocks, oscillations and vibrations lead to imprecise values,
E increased wear in the movement, and fractures on welded or soldered

joints.

When mounting a gas-actuated thermometer that can be rotated and

swivelled, the specific instructions must be followed. In order to set the

indicator to the desired position, the following steps must be taken:

1.The lock nut or union nut must be loosened at the process
connection.

2.The hexagon bolts and slotted screws at the swivel joint must be
loosened.

loosen
Make sure the screws on the

opposite side are loosened
as well!

3. Position the indicator as required, tighten the hexagon bolts and
slotted screws, and finally tighten the lock nut or union nut firmly.

18 WIKA operating instructions model TGT73 (Ex)
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5. Commissioning, operation

5.2 Electrical connection

The electrical connection must only be made by qualified skilled

personnel. The instrument must be connected to the equipotential

bonding of the plant. m

- For performance data see chapter 10 “Specifications”

The electrical connection of the transmitter is made through an angular
connector. The exact pin assignments can be found in the following
drawing. In addition, the pin assignment, output signal and the required
supply voltage are stated on the product label.

Supply voltage
The instrument must only be used in conjunction with a corresponding
Ex repeater power supply.

Suitable Ex repeater power supply:
Model KFD2-STC4-Ex1, DC 20 ... 35V, for DIN rail
Order number: 2341268

Safety instructions for installation

B |nstall instruments in accordance with the manufacturer's instructions
and the valid standards and regulations.

B Only connect circuits with the same voltage and type of protection to
the connection leads of the instrument.

B Size the connection leads for the largest current strength in the

circuits and ensure sufficient UV resistance and mechanical stability.

With flexible connection leads, use isolated end splices. Max.

permissible conductor cross-section 1.5 mm?.

B Connection leads must be suited to the ambient temperature range
of the application.

B The connection leads must also be suitable for the supplied cable
gland (for diameter range, see below).

B Seal the cable entry with the appropriate approved cable glands.

Install the connection cables securely.

B The gas-actuated thermometer with integrated rotary encoder must
be grounded through the thermometer case and through the ground
terminal in the angular connector.

WIKA operating instructions model TGT73 (Ex) 19



5. Commissioning, operation

Dismounting cable socket
The cable socket is prefitted and must be dismantled as described
below.

Only use cable with a
diameter of 7 ... 13 mm

® Screw
@ Cable cover cap
® Cable cover

@ Socket insert

® Cable socket baseplate ® )
® Sealings

B Fully loosen the screws on the cable cover cap with a slotted
screwdriver (0.6 x 3.5 mm) and remove them.

B Pull the cable cover, along with the socket insert, out from the cable
socket baseplate (joined permanently with the instrument).

® Take the cable cover cap and push the socket insert out, downwards,
completely through the cable cap.

20 WIKA operating instructions model TGT73 (Ex)
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5. Commissioning, operation

Pin assignment cable socket

Ground, connected S
to case 3) {
Ug,/Sig+ 0 1

) 55 &

| A 5
R +0 V/Sig- . ;

Terminals 3, 4, 5 and 6:
for internal use only

11264209.01

Cable Connector Assignment
red Pin 1 Up+/l+
black Pin 4 0 V/l-

brown Pin 2 n.c.

--- Pin 3 n.c

Explanation of the terminal assignments used:
U+ Positive terminal of supply voltage

oV Negative terminal of the supply voltage
Sig+ Positive terminal of output signal

Sig-  Negative terminal of output signal

The instruments must be connected to the equipotential bonding of the
plant.

Designation of connection terminals

Terminals 1 and 2 are the connection terminals for the signal output and
the voltage supply, respectively. The terminal labelled PE (protective
earth, protective conductor) is internally connected to the case. The
connections 3 to 6 or 4 to 6 in the 3-wire variant, should be left free and
must not be used as points (see also chapter 10 “Specifications”).
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5. Commissioning, operation

5.3 Use of thermowells

CAUTION!
E Damage due to incorrect handling

When using thermowells, please ensure that the stem does

not touch the bottom of the thermowell since, due to the

different expansion coefficients of the materials, the stem

may become buckled at the bottom of the thermowell.

P Use the correct insertion length (for the formula for the
calculation of the insertion length, |1, see the respective
thermowell data sheet).

Thermowell
Stem

required safety
clearance

5.4 Thermal contact medium

When using thermowells, they must be filled with a thermal contact
medium in order to reduce the heat transfer resistance between the
outer wall of the probe and the inner wall of the thermowell. The working
temperature of the thermal compound is -40 ... +200 °C.

22 WIKA operating instructions model TGT73 (Ex)
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5. Commissioning, operation / 6. Mounting ...

WARNING!
A Physical injuries and damage to property due to oil

spraying out
When pouring a thermal contact medium into a hot

thermowell, there is a danger of physical injuries and damage
to property due to oil spraying out.
» Do not fill hot thermowells

6. Mounting instructions for contact bulb

The contact bulb has been designed for mounting on pipes or tanks.
When mounting this thermometer version, it must be ensured that the
contact bulb is in contact with the measuring point over its complete
length. The basic requirements to ensure a perfect measuring result is
to retain good thermal contact between the contact bulb and the outside
wall of the pipe or tank with minimal heat loss to the environment from
the contact bulb and measuring point.

Capillary

Bend protection

3107876.01

120
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6. Mounting instructions for contact bulb

6.1 Mounting on pipes

The geometry of the contactbulb ~ Pipe clamp mounting
has been designed for pipes with Insulation

external diameters between 20

and 160 mm. For fixing the contact
bulb to the pipe, pipe clamps are
sufficient. The contact bulb should
have direct metallic contact with
the measuring point and have firm
contact with the surface of the pipe.
Where temperatures under 200 °C are expected, a thermal compound
can be used to optimise the heat transfer between contact bulb and
pipe. Insulation must be applied at the mounting point to avoid error due
to heat loss. This insulation must have sufficient temperature resistance
and is not included in the scope of delivery.

3107922.01

6.2 Mounting on tanks

The geometry of the contact bulb Angle bracket mounting
has been designed for tanks Insulation
with an external radius up to

80 mm. If the mounting point of
the contact bulb on the tank has
an external radius greater than

80 mm, we recommend the use of
an intermediate piece designed
for the respective tank diameter,
made of a material with good thermal conductivity. The contact bulb can
be fastened to the tank by means of an angle bracket with clamping
screws, or any similar method. The contact bulb should have direct
metallic contact with the measuring point and have firm contact with the
surface of the tank.

3107930.01

I N
CREE
Nt O '35,
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A thermal compound can be used to optimise the heat transfer between
contact bulb and tank, if temperatures under 200 °C are expected.
Insulation must be applied at the mounting point to avoid error due to
heat loss. This insulation must have sufficient temperature resistance
and is not included in the scope of delivery.
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7. Faults

7. Faults

DANGER!

Danger to life from explosion

Through working in flammable atmospheres, there is a risk of
explosion which can cause death.

» Only rectify faults in non-flammable atmospheres!

CAUTION!

Physical injuries and damage to property and the

environment

If faults cannot be eliminated by means of the listed measures,

the instrument must be taken out of operation immediately.

» Ensure that pressure or signal is no longer present and
protect against accidental commissioning.

» Contact the manufacturer.

» If areturn is needed, please follow the instructions given
in chapter 9.2 “Return”.

WARNING!
A Physical injuries and damage to property and the

environment caused by hazardous media

Upon contact with hazardous media (e.g. oxygen, acetylene,

flammable or toxic substances), harmful media (e.g. corrosive,

toxic, carcinogenic, radioactive), and also with refrigeration
plants and compressors, there is a danger of physical injuries
and damage to property and the environment.

Should a failure occur, aggressive media with extremely high

temperature and under high pressure or vacuum may be

present at the instrument.

» For these media, in addition to all standard regulations,
the appropriate existing codes or regulations must also
be followed.

» Wear the requisite protective equipment.

For contact details see chapter 1 “General information” or the
back page of the operating instructions.
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7. Faults / 8. Maintenance and cleaning
[Faults_____|Causes ______|Measures |

No output signal

Constant
output signal
upon change in
temperature

Too high, constant
output signal
upon change in
temperature
Signal span too
small

No supply voltage or cable
break

Transmitter incorrectly
connected

Electronics failure due to
too high supply voltage or
through external voltage
Supply voltage connected
the wrong way

(I = approx. 0 mA)
Transmitter defective

Electronics failure due to
too high supply voltage or
through external voltage

Supply voltage too low
Load too high

Check voltage supply
and cables. Replace any
defective components found

Check connections; correct
connections if necessary

Return the measuring
instrument to the
manufacturer for repair

Check connection, and if
necessary, swap terminals
1and 2

Return the measuring
instrument to the
manufacturer for repair

Return the measuring
instrument to the
manufacturer for repair

Rectify the supply voltage

stay within the max.
permissible load

For the replacement of the instrument, observe chapters 9
“Dismounting, return and disposal” and 5 “Commissioning, operation”.

8. Maintenance and cleaning

8.1 Maintenance

The instruments are maintenance-free.
The indicator and switching function should be checked once or twice
every year. To do this, the instrument can be disconnected from the
process and checked using a temperature calibrator.

26
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8. Maintenance and cleaning

Testing of filled instruments

For filled instruments, the level must be checked once or twice every
year. The liquid level must not drop below 75 % of the instrument
diameter.

WARNING!
Danger to life due to impermissible filling/refilling of the

instrument with loss of explosion protection

The filling/refilling of instruments by non-authorised

personnel leads to a loss of the explosion protection and can

lead to damage to the instrument.

» Repair of the instruments may only be carried out by
authorised bodies.

» If areturn is needed, please follow the instructions given
in chapter 9.2 “Return”.

Repairs must only be carried out by the manufacturer.

8.2 Cleaning

CAUTION!

Physical injuries and damage to property and the
environment

Improper cleaning may lead to physical injuries and damage
to property and the environment. Residual media in the
dismounted instrument can result in a risk to persons, the
environment and equipment.

» Carry out the cleaning process as described below.

1. Before cleaning, correctly disconnect the instrument from the
pressure supply, switch it off and disconnect it from the mains.
2. Use the requisite protective equipment.
3. Clean the instrument with a moist cloth.
Electrical connections must not come into contact with moisture!
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8. Maintenance and cleaning / 9. Dismounting ...

CAUTION!
Damage to the instrument
Improper cleaning may lead to damage to the instrument!
E » Do not use any aggressive cleaning agents.
» Do not use any hard or pointed objects for cleaning.
4. Wash or clean the dismounted instrument, in order to protect
persons and the environment from exposure to residual media.

9. Dismounting, return and disposal

WARNING!
A Physical injuries and damage to property and the

environment through residual media

Residual media in the dismounted instrument can result in a

risk to persons, the environment and equipment.

> Wear the requisite protective equipment.

P Observe the information in the material safety data sheet
for the corresponding medium.

» Wash or clean the dismounted instrument, in order to
protect persons and the environment from exposure to
residual media.

9.1 Dismounting

WARNING!
Risk of burns
During dismounting there is a risk of dangerously hot media

escaping.
P Let the instrument cool down sufficiently before
dismounting it!
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9. Dismounting, return and disposal

DANGER!

Danger to life caused by electric current

Upon contact with live parts, there is a direct danger to life.

» The dismounting of the instrument may only be carried
out by skilled personnel.

» Remove the instrument once the system has been
isolated from power sources.

WARNING!
A Physical injuryWhen dismounting, there is a danger from

aggressive media and high pressures.

» Observe the information in the material safety data sheet
for the corresponding medium.

» Dismount the instrument when there is no pressure.

If necessary, the measuring line must have strain relief. For diaphragm
pressure gauges, the tensioning screws of the upper and lower flange
must not be loosened.

9.2 Return

Strictly observe the following when shipping the instrument:

All instruments delivered to WIKA must be free from any kind of
hazardous substances (acids, bases, solutions, etc.) and must therefore
be cleaned before being returned.

WARNING!
A Physical injuries and damage to property and the

environment through residual media

Residual media in the dismounted instrument can result in a

risk to persons, the environment and equipment.

P With hazardous substances, include the material safety
data sheet for the corresponding medium.

» Clean the instrument, see chapter 8.2 “Cleaning”.

When returning the instrument, use the original packaging or a suitable
transport packaging.
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9. Dismounting .../ 10. Specifications

Information on returns can be found under the heading

E “Service” on our local website.

9.3 Disposal

Incorrect disposal can put the environment at risk. Dispose of
instrument components and packaging materials in an environmentally
compatible way and in accordance with the country-specific waste
disposal regulations.

Do not dispose of with household waste. Ensure a proper
disposal in accordance with national regulations.

10. Specifications

DANGER!

Danger to life due to loss of explosion protection

The non-observance of the instructions for use in hazardous

areas can lead to the loss of the explosion protection.

» Adhere to the following limit values and instructions.

» The case contains parts made of non-metallic material,
which could be adversely affected by environmental
conditions. It must be ensured that the non-metallic
parts are not damaged as a result of the environmental
conditions.

Non-metallic parts of the case
PUR, TPU, PA 6, EPDM, NBR (option), FMQ (option)
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10. Specifications

10.1 Electrical connection

Standard cable socket

Cable socket, fitted on the right-hand side of the case.
Material: PA 6, black

Per VDE 0110 insulation group C/250 V

Cable gland M20 x 1.5 (facing downwards) with strain relief
6 screw terminals + PE for conductor cross-section 1.5 mm?

Cable outlet
Cable length 2 m or 5 m, facing downwards and to the right
Material: PVC

Miniature connector
Miniature connector M8 x 1 (4-pin)

10.2 Transmitter electronics for hazardous areas

Model 892.44

Output signal Variant 2: 4 ... 20 mA, 2-wire, for
hazardous areas

Supply voltage Ug DC 14 ..30V

Influence of supply voltage < 0.1 % of full scale/10V

Permissible residual ripple of Ug <10 % ss

Permissible max. load Ry Ra < (Ug - 12V)/0.02 A with Ra in Ohm
and Ug in Volt, however max. 600 Q

Effect of load < 0.1 % of full scale
Long-term stability of electronics < 0.3 % of full scale per year

Electrical output signal <1 % of measuring span

Linear error <1 % of measuring span (terminal
method)

Resolution 0.13 % of full scale (10 bit resolution
at 360°)

Refresh rate (measuring rate) 600 ms
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10. Specifications
Safety-related maximum values

VR P N - IR

DC30V 100 mA 720 mW 11 nF negligible

For further information see Annex “EU declaration of conformity”

10.3 Gas-actuated thermometer with electrical output signal

Gas-actuated thermometer model TGT73

Measuring element
Nominal size

Instrument version

Accuracy class

Working range
Continuous load (1 year)
Short time (max. 24 h)
Wetted materials
Process connection
Stem
Non-wetted materials
Case, ring
Dial
Pointer

Ingress protection per
IEC/EN 60529

Permissible ambient temperature

Inert gas expansion system

= 100
160

Back mount (axial)

Lower mount (radial)

Back mount, adjustable stem and dial
Instruments with capillaries

Class 1 per EN 13190
at 23 °C +10 °C ambient temperature

Measuring range (EN 13190)
Scale range (EN 13190)

Stainless steel 304SS
Stainless steel 316SS

Stainless steel 304SS

Aluminium, white, black lettering
Aluminium, black, adjustable pointer
IP65

-20 ... +60 °C [-4 ... +140 °F] without/with
liquid dampening
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10. Specifications

Electrical data

Supply voltage Ug

4 ...20 mA (Ex) DC14<Ug<30V
Influence of supply voltage <0.1 % of full scale/10V
Permissible residual ripple <10 % ss

Permissible max.load Ra  Ra < (Ug - 12V)/0.02 A with Rain Q and Ugin V,
however max. 600 Q

Effect of load <0.1 % of FS
Output signal 4 ... 20 mA, 2-wire, passive
Safety-related maximum
values
Supply voltage U; max. DC 30V
Short-circuit current |; max. 100 mA
Power P; max.0.72 W
Internal capacitance C; 12 nF
Internal inductance L; negligible
Sampling rate sensor 600 ms
Linear error <1.0 % of span (terminal method)
Output signal accuracy 0.2 % of FS (only electronics)
Resolution 0.15 % of FS (10 bit resolution at 360°)
Refresh rate (measuring >1/s
rate)
Input signal, angle of 0...270°
rotation
Long-term stability of < 0.3 % of full scale/a
electronics
Temperature error of < 0.3 % of full scale value/10 K (in overall
electronics temperature range)
Warm-up time <5 min
Electrical connection Via angular connector, 180° rotatable,

max. 1.5 mm?, cable protection, M20 x 1.5 cable
gland, cable outer @ 7 ... 13 mm, incl. strain relief
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10. Specifications

Designation of connection Type

terminals dependent on 1
the output signal version

2
3
4
5
6

4..20mA
GND

I+
reserved
reserved
reserved
reserved

For further specifications see WIKA data sheet TV 17.10 and the order

documentation.
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nnex: EU declaration of conformity

IWIKA!I

EU-Konformitatserklarung
EU Declaration of Conformity

Dokument Nr.:

Document No.: 14336003.01

Wir erklaren in alleiniger Verantwortung, dass die mit CE gekennzeichneten Produkte
We declare under our sole responsibility that the CE marked products

Typenbezeichnungen: TGT73.1x0 mit Option / with option +892.44 ()

Type Designation: TGS55.1x0 mit Option / with option +831 oder / or +831-* ()
TGS73.1x0 mit Option / with option +831 oder / or +831-* (1!

Beschreibung: Thermometer mit elektrischem Ausgang

Description: Temperature gauges with electrical output

gemaR gultigen Datenblattern:
according to the valid data sheets:

die wesentlichen Schutzanforderungen der folgenden Richtlinien erfullen: Harmonisierte Normen:
comply with the essential protection requirements of the directives: Harmonized standards:

Gefahrliche Stoffe (RoHS)

TV 17.10, TV 25.01, TV 27.01

201085/ 1o ardous substances (RoHS) S onanaelE
EN 61326-1:2013 @
Jotarsoy  Elekiomagnelische Vertragichieit (EMV) EN 613262:3:2013 @

Electromagnetic Compatibility (EMC) EN 60947-5-2:2007 +A1:2012 @)
EN 60947-5-6:2000

Explosionsschutz (ATEX) )
EGieaEy Explosion protection (ATEX) @

@ 112G Exiia IIC T6/T5/T4 Gb EN 60079-0:2012 +A11:2013
112D Ex ia IIIB T85°C/T95°C/T100°C/T135°C Db EN 60079-11:2012
(1) xNenngréRe (NG):
X Nominal size (NS): 0=100mm /6= 160 mm

* Optionen fir Schaltkontakte (modellabhéingig): N / SN /3.5N /3.55N / 3.551N
* Options for switches (depending on model):

Far Modelle mit der Option:

For models with the option: +892.44

B

)

Fir Modelle mit mindestens einer der Optionen: M
For models with at least one of the options: +831, +831-

(4)  EU-Baumusterpriifbescheinigung CML 18ATEX2109X von CML B.V., Amsterdam (Reg.-Nr. 2776).
EU type-examination certificate CML 18ATEX2109X of CML B.V., Amsterdam (Reg. no. 2776).

Unterzeichnet fur und im Namen von / Signed for and on behalf of
WIKA Alexander Wiegand SE & Co. KG
Klingenberg, 2019-06-17

A» Jé««u A%

Alfred Hafner, Vicd President )I;r/m(chae! Head of Quality

Process Instrumettation Pressure Tocess Instrimentation Pressure
It g SE . To 43957 1520 Kammandigeslscalt iz Kingerborg - —
Coks ST a0 Aawiod lroua A 10 WA ol S - i Kingerberg -
S epasiotoso Nl negusac Aagatn ATy B 10505
3011 Kingansary o Uotsigns: Noxandar wiga

Vorsitzendr des Aufsichisras: Dr. Max Egli
16AR02239
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1. Allgemeines

1. Allgemeines

B Das in der Betriebsanleitung beschriebene Gasdruckthermometer
inteliTHERM Typ TGT73 wird nach dem aktuellen Stand der Technik
konstruiert und gefertigt. Alle Komponenten unterliegen wahrend der
Fertigung strengen Qualitats- und Umweltkriterien. Unsere Manage-
mentsysteme sind nach ISO 9001 und ISO 14001 zertifiziert. ﬂ

B Diese Betriebsanleitung gibt wichtige Hinweise zum Umgang mit
dem Gerat. Voraussetzung fir sicheres Arbeiten ist die Einhaltung
aller angegebenen Sicherheitshinweise und Handlungsanweisun-
gen.

m Die flr den Einsatzbereich des Geréates geltenden 6rtlichen Unfall-
verhultungsvorschriften und allgemeinen Sicherheitsbestimmungen
einhalten.

B Die Betriebsanleitung ist Produktbestandteil und muss in unmittel-
barer Nahe des Gerates fir das Fachpersonal jederzeit zuganglich
aufbewahrt werden.

B Das Fachpersonal muss die Betriebsanleitung vor Beginn aller Arbei-
ten sorgféltig durchgelesen und verstanden haben.

B Die Haftung des Herstellers erlischt bei Schaden durch bestim-
mungswidrige Verwendung, Nichtbeachten dieser Betriebsanleitung,
Einsatz ungenlgend qualifizierten Fachpersonals sowie eigenmach-
tiger Veranderung am Geraét.

B Es gelten die allgemeinen Geschéaftsbedingungen in den Verkaufs-
unterlagen.

B Technische Anderungen vorbehalten.

m Weitere Informationen:

- Internet-Adresse: www.wika.de / www.wika.com
- zugehdriges Datenblatt: TV17.10
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2. Aufbau und Funktion

2. Aufbau und Funktion

2.1 Uberblick

® Gehause

@ Zifferblatt

® Zeiger

® Tauchrohr

® Elektrischer Anschluss mit Kabelbox

2.2 Beschreibung

Das Gasdruckthermometer besteht aus Tauchschaft, Kapillarleitung,
Rohrfeder und Ferngeber im Gehause. Diese Teile sind zu einer Einheit
verbunden. Das komplette Messsystem ist unter Druck mit einem
inerten Gas gefullt.

Eine Temperaturdnderung bewirkt im Tauchschaft eine Verdnderung des
Innendruckes und somit die Form des Messgliedes.
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2. Aufbau und Funktion

Diese Bewegung wird Uber ein mechanisches Messwerk in eine
Drehbewegung umgesetzt. Ein auf der Zeigerachse aufgesetzter
Magnet dreht sich proportional mit dem Instrumentenzeiger in direkter
linearer Abhangigkeit zu der Prozesstemperatur. Die nachgeschaltete
Elektronik erfasst die Drehbewegung des Magneten im Anzeigebereich.

Ein magnetfeldabhangiger Drehwinkelsensor greift auf der elektri-
schen Seite diese Veranderung beriihrungslos ab und arbeitet somit
verschleiBfrei.

Die Drehbewegung wird in ein elektrisches Ausgangssignal umgesetzt.
Werkseitig ist die Elektronik auf das normierte Ausgangssignal 4 ... 20 mA
passiv eingestellt. Die Spanne des elektrischen Ausgangssignals
entspricht dem Anzeigebereich auf dem Zifferblatt.

Durch die zwei normierten elektrischen Ausgangssignale ist diese
Geratereihe in nahezu allen Bereichen der Industrie einsetzbar.

Das Thermometer mit Ferngeber aus der inteliTHERM-Reihe verbindet
alle Vorteile einer mechanischen Anzeige vor Ort mit der Forderung
nach einer elektrischen Signallibertragung fuir eine moderne Messwer-
terfassung in der Industrie.

Schwankungen der Umgebungstemperatur auf das Gehause kénnen
vernachléssigt werden, da zwischen dem Zeigerwerk und der Messfe-
der ein Bimetallelement zur Kompensation eingebaut ist.
Anzeigebereiche bei Genauigkeitsklasse 1 nach EN 13190
zwischen -200 ... +700 °C

2.3 Lieferumfang
Lieferumfang mit dem Lieferschein abgleichen.
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3. Sicherheit
3.1 Symbolerklarung

WARNUNG!

... weist auf eine méglicherweise geféhrliche Situation hin,
die zum Tod oder zu schweren Verletzungen fihren kann,
wenn sie nicht gemieden wird.

VORSICHT!

... weist auf eine moglicherweise geféhrliche Situation hin,
die zu geringfuigigen oder leichten Verletzungen bzw. Sach-
und Umweltschaden fuhren kann, wenn sie nicht gemieden
wird.

GEFAHR!

... kennzeichnet Gefahrdungen durch elektrischen Strom.
Bei Nichtbeachtung der Sicherheitshinweise besteht die
Gefahr schwerer oder tédlicher Verletzungen.

> B P

WARNUNG!
... weist auf eine méglicherweise gefahrliche Situation im
explosionsgeféhrdeten Bereich hin, die zum Tod oder zu

schweren Verletzungen flhrt, wenn sie nicht gemieden wird.

WARNUNG!

... weist auf eine mdglicherweise geféhrliche Situation hin,
die durch heiBBe Oberflachen oder Fliissigkeiten zu Verbren-
nungen flhren kann, wenn sie nicht gemieden wird.

Information

... hebt niitzliche Tipps und Empfehlungen sowie
Informationen fir einen effizienten und stérungsfreien
Betrieb hervor.

= B>
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3.2 BestimmungsgeméBe Verwendung

Thermometer mit Ausgangssignal vereinen mechanisches Messsystem
mit elektronischer Signalverarbeitung und dienen zum Steuern und
Regeln von Prozesswerten sowie zur Anlagenuberwachung in industri-
ellen Anwendungen.

Das Gerat nur in Anwendungen verwenden, die innerhalb seiner techni-
schen Leistungsgrenzen liegen (z. B. Temperaturgrenzen, Materialver-
traglichkeit, ...).

- Leistungsgrenzen siehe Kapitel 10 ,Technische Daten®
Das Gerat ist ausschlieBlich fur den hier beschriebenen bestimmungs-
gemaBen Verwendungszweck konzipiert und konstruiert und darf nur

dementsprechend verwendet werden.

Anspriiche jeglicher Art aufgrund von nicht bestimmungsgemaBer
Verwendung sind ausgeschlossen.

3.3 Fehlgebrauch

WARNUNG!

Verletzungen durch Fehlgebrauch

Fehlgebrauch des Gerates kann zu geféahrlichen Situationen
und Verletzungen flihren.

» Eigenméchtige Umbauten am Geréat unterlassen.

> Gerat nicht flr abrasive und viskose Messstoffe
verwenden.

Jede Uber die bestimmungsgemaBe Verwendung hinausgehende oder
andersartige Benutzung gilt als Fehlgebrauch.
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3.4 Verantwortung des Betreibers
Das Gerat wird im gewerblichen Bereich eingesetzt. Der Betreiber
unterliegt daher den gesetzlichen Pflichten zur Arbeitssicherheit.

Die Sicherheitshinweise dieser Betriebsanleitung, sowie die fiir den
Einsatzbereich des Gerates gultigen Sicherheits-, Unfallverhlitungs-
und Umweltschutzvorschriften einhalten.

Der Betreiber ist verpflichtet das Typenschild lesbar zu halten.

Fir ein sicheres Arbeiten am Gerat muss der Betreiber sicherstellen,

B dass eine entsprechende Erste-Hilfe-Ausrlstung vorhanden ist und
bei Bedarf jederzeit Hilfe zur Stelle ist.

B dass das Bedienpersonal regelmaBig in allen zutreffenden Fragen

von Arbeitssicherheit, Erste Hilfe und Umweltschutz unterwiesen

wird, sowie die Betriebsanleitung und insbesondere die darin enthal-

tenen Sicherheitshinweise kennt.

dass das Gerat gemas der bestimmungsgemafen Verwendung fir

den Anwendungsfall geeignet ist.

dass die personliche Schutzausristung verfugbar ist.

An den messstoffberiihrten Teilen des Gerates kénnen
herstellungsbedingt geringe Restmengen des Justageme-
diums (z. B. Druckluft, Wasser, Ol) anhaften. Bei erhhten
Anforderungen an die technische Sauberkeit muss die
Eignung fir den Anwendungsfall vor Inbetriebnahme vom
Betreiber geprift sein.

3.5 Personalqualifikation

WARNUNG!

Verletzungsgefahr bei unzureichender Qualifikation!

UnsachgemaBer Umgang kann zu erheblichen Personen-

und Sachschaden fuhren.

» Die in dieser Betriebsanleitung beschriebenen
Tatigkeiten nur durch Fachpersonal nachfolgend
beschriebener Qualifikation durchfiihren lassen.
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3.6 Fachpersonal

Das Fachpersonal ist aufgrund seiner fachlichen Ausbildung, seiner
Kenntnisse der Mess- und Regelungstechnik und seiner Erfahrungen
sowie Kenntnis der landesspezifischen Vorschriften, geltenden Normen
und Richtlinien in der Lage, die beschriebenen Arbeiten auszufihren
und mogliche Gefahren selbststandig zu erkennen.

3.7 Beschilderung, Sicherheitskennzeichnungen

ANA- € o158

WIKA
O— ]r-iom Article~No:
o ST
Pi= 720mW CML 18 ATEX 2109 X
O— c=tr IECEx_CML 18.0059 X
L; = negligible @
WIKA Alexander Wiegand SE & Co. KG 83911 Klingenberg/Germany SHI 14328147

@ Typ + Transmitterelektronik

@ Artikelnummer

® Seriennummer
Herstellungsdatum (Monat/Jahr)
Ex-Kennzeichnung
Gehausefillung

Hilfsenergie

Ausgangssignal

©@ Anzeigebereich

= Vor Montage und Inbetriebnahme des Gerates
unbedingt die Betriebsanleitung lesen!

Verbrennungsgefahr!
Méglicherweise gefahrliche Situation durch hei3e Oberfla-
chen.

®Q0OeO®
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3.8 Ex-Kennzeichnung

GEFAHR!

Lebensgefahr durch Verlust des Explosionsschutzes

Die Nichtbeachtung dieser Inhalte und Anweisungen kann

zum Verlust des Explosionsschutzes flihren.

» Sicherheitshinweise in diesem Kapitel sowie weitere
Explosionsschutzhinweise in dieser Betriebsanleitung
beachten.

» Die Angaben der geltenden Baumusterprifbescheini-
gung sowie die jeweiligen landesspezifischen Vorschrif-
ten zur Installation und Einsatz in explosionsgefahrdeten
Bereichen (z. B. IEC 60079-14, NEC, CEC) einhalten.

Uberpriifen, ob die Klassifizierung fir den Einsatzfall geeignet ist. Die
jeweiligen nationalen Vorschriften und Bestimmungen beachten.

ATEX
IECEX
12G  ExiallCT6/T5/T4 Gb
12D ExialllBT85°C /T100°C/T135°C Db

3.9 Spezifikation und Temperaturgrenzen

Schutzart nach IEC/EN 60529

Informationen zur Schutzart des jeweiligen Geréates siehe Kapitel 10
»Technische Daten”. Fur die IECEx-Bewertung wurde die Schutzart IP20
angenommen.

Zulassiger Temperaturbereich

Fur die Ermittlung der maximalen Temperatur am Gerét sind auBBer

der Messstofftemperatur noch andere Einflisse wie z. B. die
Umgebungstemperatur und gegebenenfalls die Sonneneinstrahlung zu
berlicksichtigen.
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Gasexplosionsgefédhrdeter Bereich

Geforderte Temperaturklasse | Zuldssiger Temperaturbereich
(Zundtemperatur) am Gerat

..+45°C
T5 -20 ... +60 °C
T4...T1 -20 ... +60 °C (+70 °C optional)

Staubexplosionsgefédhrdeter Bereich

Maximale Oberflichentempe- | Zuldssiger Temperaturbereich
ratur am Gerat

T85°C -20...+45°C
T100°C -20 ...+60 °C
T135°C -20 ... +60 °C (+70 °C optional)

Die Montage ist so auszufiihren, dass der zulassige Temperaturbereich
des Gerates, auch unter Berlicksichtigung des Einflusses von Konvekti-
on und Wérmestrahlung, weder unter- noch tuberschritten wird.

Die Einhaltung des zulassigen Temperaturbereiches ist vom Betreiber
wahrend des Betriebes sicherzustellen. Die im folgenden Bild unter
»I-Ref" dargestellte Flache kann hierzu genutzt werden.
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3.10 Besondere Bedingungen fiir die sichere Verwendung
(X-Conditions)

1) Die Temperaturklasse und die zuldssige maximale Umgebungstem-
peratur richten sich nach den im Gerat installierten Optionen und
mussen auf der Geratebeschilderung nicht zwingend angegeben
sein. Einzelheiten zur anwendbaren Temperaturklasse und zum
Umgebungstemperaturbereich sind aus dem vorliegenden Zertifikat
und der Gerate-Anleitung ersichtlich.

2) Der Benutzer muss beachten, dass Warme entlang der Messson-
de Ubertragen werden kann und darauf achten, dass das Gerat
die maximal zuldssige Umgebungstemperatur nicht Gberschreitet.
Naheres ist aus den Bedienhinweisen ersichtlich.

3) Ein festangebautes Kabel kann Bestandteil des Gerates sein. Ist
dies der Fall, muss der Benutzer daflir sorgen, dass dieses gut
befestigt und gegen mechanische Beschadigung geschitzt ist.

4) Bei Anwendungen der Gruppe Il kann die nichtmetallische
Beschichtung des Gerategehauses unter bestimmten extremen
Bedingungen eine zindfahige elektrostatische Ladung erzeugen.
Aus diesem Grunde darf das Gerét nicht an einem Ort installiert
werden, an dem durch die duBeren Bedingungen der Aufbau
elektrostatischer Ladung an solchen Oberflachen begunstigt wird.
Der Benutzer/Installateur muss VorsichtsmaBnahmen ergreifen,
um einen Aufbau elektrostatischer Ladung zu verhindern, indem
er das Gerat z. B. an einem Ort aufstellt, an dem ein ladungser-
zeugender Mechanismus (wie z. B. vom Wind verwehter Staub)
wenig wahrscheinlich ist, und das Gerat mit einem feuchten Tuch
abwischt.
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4. Transport, Verpackung und Lagerung

4. Transport, Verpackung und Lagerung

4.1 Transport
Gerat auf eventuell vorhandene Transportschaden untersuchen.
Offensichtliche Schaden unverzuglich mitteilen.

A\

VORSICHT! ﬂ

Beschadigungen durch unsachgeméBen Transport

Bei unsachgeméanem Transport kénnen Sachschaden in

erheblicher H6he entstehen.

» Beim Abladen der Packstlicke bei Anlieferung sowie
innerbetrieblichem Transport vorsichtig vorgehen und die
Symbole auf der Verpackung beachten.

» Bei innerbetrieblichem Transport die Hinweise unter
Kapitel 4.2 ,Verpackung und Lagerung* beachten.

4.2 Verpackung und Lagerung

Verpackung erst unmittelbar vor der Montage entfernen.

Die Verpackung aufbewahren, denn diese bietet bei einem Transport
einen optimalen Schutz (z. B. wechselnder Einbauort, Reparatursen-

dung).

Zulassige Bedingungen am Lagerort:
Lagertemperatur

- Ohne Flissigkeitsddmpfung: -50 ... +70 °C (EN 13190)
- Mit Flussigkeitsdampfung: -40 ... +70 °C (EN 13190)

Folgende Einfliisse vermeiden:

B Direktes Sonnenlicht oder Nahe zu heiBen Gegenstanden

B Mechanische Vibration, mechanischer Schock (hartes Aufstellen)
B RuB, Dampf, Staub und korrosive Gase

B Explosionsgefahrdete Umgebung, entziindliche Atmosphéren

Das Gerat in der Originalverpackung an einem Ort lagern, der die oben
gelisteten Bedingungen erfullt.

Empfohlen wird bei Temperaturen um den Taupunkt (1 °C
um 0 °C) immer die Verwendung einer Flussigkeitsdampfung.
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5. Inbetriebnahme, Betrieb

5. Inbetriebnahme, Betrieb

Vor Montage, Inbetriebnahme und Betrieb sicherstellen, dass das
richtige Gerat hinsichtlich Anzeigebereich, Ausfiihrung und spezifischen
Messbedingungen ausgewahlt wurde.

E WARNUNG!
Kérperverletzungen, Sach- und Umweltschéden durch
gefdhrliche Messstoffe

Bei Kontakt mit gefahrlichen Messstoffen (z. B. bei brennbaren

oder giftigen Stoffen), gesundheitsgefahrdenden Messstoffen

(z. B. atzend, giftig, krebserregend, radioaktiv) besteht die

Gefahr von Kérperverletzungen, Sach- und Umweltschaden.

Am Gerat kdnnen im Fehlerfall aggressive Messstoffe mit

extremer Temperatur und unter hohem Druck anliegen.

> Bei diesen Messstoffen missen uber die gesamten
allgemeinen Regeln hinaus die einschlagigen Vorschrif-
ten beachtet werden.

» Notwendige Schutzausriistung tragen.

5.1 Mechanischer Anschluss

Beim Einschrauben der Geréate darf die dazu erforderliche Kraft nicht
Uber das Gehéause aufgebracht werden, sondern mit geeignetem
Werkzeug nur Uber die dafiir vorgesehenen Schliisselflachen.

Montage mit ] !\ 3
—

Gabelschliissel

B Der Tauchschaft soll méglichst mit seiner ganzen Léange der zu
messenden Temperatur ausgesetzt sein. Mindestens aber die Léange
des aktiven Teils, welche der Lange des GasausdehnungsgefaBes
entspricht (aktive Lange).
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5. Inbetriebnahme, Betrieb

m Der Temperaturflhler muss in Rohrleitungen oder sonstigen
Messstellen der Strdomungsrichtung mdglichst schrag entgegenge-
richtet stehen.

B Warmeableitfehler entstehen, wenn der Messraum, dessen Tempe-
ratur angezeigt werden soll, sehr klein ist, so dass sich die Masse
des Temperaturflhlers als Warmekapazitat bemerkbar macht.
Warmeableitfehler kénnen auch bei nicht gentigender Einbautiefe
entstehen, wenn die Befestigungsarmatur an einem guten Warmelei-
ter (Metallplatten oder dergleichen) befestigt ist und ein erheblicher
Temperaturunterschied zwischen der Mess- und der Befestigungs-
element-Temperatur besteht.

B Das Anzeigegehduse muss erschitterungsfrei montiert werden.
Gegebenenfalls kann z. B. durch eine flexible Verbindungsleitung
von der Messstelle zum Thermometer und die Befestigung tber
eine Messgeratehalterung eine Entkopplung vom Einbauort erreicht
werden.

Anforderungen an die Einbaustelle

Ist die Leitung zum Messgerét fur eine erschitterungsfreie Anbringung
nicht stabil genug, sollte die Befestigung mittels Messgeratehalterung
erfolgen. Kénnen Erschitterungen nicht durch geeignete Installationen
vermieden werden, dann sollten geflllte Gerate eingesetzt werden. Die
Geréte sind vor grober Verschmutzung und starken Schwankungen der
Umgebungstemperatur zu schutzen.

Zulassige Schwingungsbelastung am Einbauort

Die Gerate sollten grundsatzlich nur an Stellen ohne Schwingungsbe-
lastung eingebaut werden. Gegebenenfalls kann z. B. durch eine flexible
Verbindungsleitung von der Messstelle zum Gerat und die Befestigung
Uber eine Messgeratehalterung eine Entkopplung vom Einbauort
erreicht werden.

Falls dies nicht moglich ist, diirfen folgende Grenzwerte nicht
Uberschritten werden:

Frequenzbereich < 150 Hz

Beschleunigung < 0,5 g (5 m/s?)
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5. Inbetriebnahme, Betrieb

Die Flussigkeitsfillung ist regelmaBig zu Gberprifen.

Der Flussigkeitsspiegel darf nicht unter 75 % des Geratedurchmessers
fallen.

Starke Erschutterungen, Schwingungen und Vibrationen flihren zu
Anzeigeunsicherheiten, erhéhtem Verschlei3 im Messwerk bzw. Bruch
an den Schweif3- oder Létstellen.

Bei der Montage eines dreh- und schwenkbaren Gasdruckthermome-

ters sind besondere Vorschriften zu beachten. Um die Anzeige in die

gewunschte Position zu bringen, miissen folgende Schritte eingehalten

werden:

1. Die Konter- oder Uberwurfmutter muss am Prozessanschluss geldst
sein.

2. Sechskant- und Schlitzschrauben mussen am Schwenkgelenk geldst
sein.

I16sen
Unbedingt auch die Schrau-

ben der gegenuberliegenden
Seite l6sen!

3. Anzeige positionieren, Sechskant- und Schlitzschrauben anziehen
und schlieBlich die Konter- oder Uberwurfmutter fest anziehen.
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5. Inbetriebnahme, Betrieb

5.2 Elektrischer Anschluss

Der elektrische Anschluss darf nur durch qualifiziertes Fachpersonal
erfolgen. Das Gerat muss in den Potentialausgleich der Anlage einge-
bunden werden.

- Leistungsdaten siehe Kapitel 10, Technische Daten* ﬂ

Der elektrische Anschluss des Ferngebers wird Gber einen Winkel-
steckverbinder hergestellt. Die genauen Anschlussbelegungen kénnen
der nachfolgenden Zeichnung entnommen werden. Zusatzlich sind
Anschlussbelegung, Ausgangssignal und erforderliche Hilfsenergie auf
dem Typenschild vermerkt.

Hilfsenergie
Das Gerat darf nur in Verbindung mit einem entsprechenden Ex-Speise-
trenner betrieben werden.

Passender Ex-Speisetrenner:
Typ KFD2-STC4-Ex1, DC 20 ... 35V, fir Hutschiene
Bestellnummer: 2341268

Sicherheitshinweise bei Installation

B Gerate geman Herstellerangaben und den giltigen Normen und
Regeln installieren.

B An die Anschlussleitungen des Gerates nur Stromkreise mit gleicher
Spannung bzw. von gleicher Schutzart anschlieBen.

B Anschlussleitungen fir die gréBte Stromstarke in den Stromkreisen
bemessen und auf ausreichende UV- und mechanische Bestandig-
keit achten.

B Bei flexiblen Anschlussleitungen isolierte Aderendhiilsen verwenden.
Max. zulassiger Leitungsquerschnitt 1,5 mm?.

B Anschlussleitungen missen fur den Umgebungstemperaturbereich
der Anwendung geeignet sein.

B Die Anschlussleitungen missen auch fur die mitgelieferte Kabelver-
schraubung geeignet sein (Durchmesserbereich siehe unten).

B Kabeleinfiihrung mit den entsprechend zugelassenen Kabelver-
schraubungen dicht verschlieBen.

B Anschlusskabel fest verlegen.
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5. Inbetriebnahme, Betrieb

B Das Gasdruckthermometer mit integriertem Drehwinkelferngeber
muss Uber das Thermometergeh&use und zusétzlich tGber die
Erdungsklemme im Winkelsteckverbinder geerdet werden.

Demontage Kabeldose
Die Kabeldose ist vormontiert und muss wie nachfolgend beschrieben
zerlegt werden.

Nur Kabel mit Durchmesser
7 ...13 mm verwenden

@ Schraube
@ Kabelhaubendeckel
® Kabelhaube

@ Buchseneinsatz

® Kabeldosenunterteil ® 10)
® Dichtungen

B Mit einem Schlitzschraubendreher (0,6 x 3,5 mm) die Schraube am
Kabelhaubendeckel vollstandig I6sen und entnehmen.

® Die Kabelhaube samt Buchseneinsatz vom Kabeldosenunterteil (fest
mit Gerat verbunden) abziehen.

B Kabelhaubendeckel entfernen und den Buchseneinsatz ganz durch
die Kabelhaube nach unten herausdriicken.
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5. Inbetriebnahme, Betrieb

Anschlussbelegung Kabeldose

Erde, verbunden -
mit Gehause 3) {
L2
3

Ug,/Sig+ 1

' e
A +0 V/Sig- ?jt

Klemmen 3, 4, 5 und 6:
nur flr internen Verbrauch

11264209.01

Kabel Stecker Belegung
rot Pin 1 Ug+/I+
schwarz Pin 4 oV/I-
braun Pin 2 n.c.

--- Pin 3 n.c

Bedeutung der verwendeten Klemmenbezeichnungen:
U+ Plusklemme der Hilfsenergie

oV Minusklemme der Hilfsenergie

Sig+ Plusklemme des Ausgangssignals

Sig- Minusklemme des Ausgangssignals

Die Gerate in den Potenzialausgleich der Anlage mit einbeziehen.

Belegung der Anschlussklemmen

Die Klemmen 1 und 2 sind die Anschlussklemmen fiir den Signalaus-
gang bzw. fir die Spannungsversorgung. Die mit PE (protective earth,
Schutzleiter) gekennzeichnete Klemme ist intern mit dem Gehause
verbunden. Die AnschlUsse 3 bis 6 bzw. 4 bis 6 bei der 3 Leiter-Variante
sind frei zu lassen und durfen auch nicht als Stitzpunkte verwendet
werden (siehe auch Kapitel 10 ,Technische Daten®).
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5. Inbetriebnahme, Betrieb

5.3 Verwendung von Schutzrohren

VORSICHT!

Beschéadigung durch falsche Handhabung

Bei der Verwendung von Schutzrohren beachten, dass der

Tauchschaft nicht den Boden des Schutzrohres beriihrt, da

durch die unterschiedlichen Ausdehnungskoeffizienten der

Materialen sich der Tauchschaft am Boden des Schutzrohres

verbiegen kdnnte.

» Korrekte Einbauldnge verwenden (Formeln zur Berech-
nung der Einbaulange |1 siehe entsprechendes Schutz-
rohrdatenblatt).

Schutzrohr

Tauchschaft

benétigter
Sicherheitsabstand

5.4 Warmekontaktmittel

Bei Verwendung von Schutzrohren méglichst durch Einfillen eines
Warmekontaktmittels den Warmeubertragungswiderstand zwischen
FuhlerauBenwand und Schutzrohrinnenwand reduzieren. Die Arbeits-
temperatur der Warmeleitpaste betragt -40 ... +200 °C.
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5. Inbetriebnahme, Betrieb / 6. Montagehinweise ...

WARNUNG!
A Korperverletzungen und Sachschéaden durch heraus-

spritzendes Ol

Bei Einfullen eines Warmekontaktmittels in heiBe Schutz-
rohre besteht die Gefahr von Kérperverletzungen und
Sachschaden durch herausspritzendes Ol.

» Nicht in heiBe Schutzrohre einflllen

6. Montagehinweise fir Anliegefihler

Der Anliegefiihler ist vorgesehen zur Oberflachenmontage an Rohren
und Behéltern. Die Montage ist so durchzufiihren, dass der Anliegefiih-
ler Uber seine gesamte Lange auf der Messstelle aufliegt. Vorausset-
zung flr ein einwandfreies Messergebnis ist eine gute thermische
Ankopplung des Anliegeflihlers zur RohrauBenwand bzw. Behélterau-
Benwand sowie eine mdglichst geringe Warmeableitung der Messstelle
und des Anliegefuihlers an die Umgebung.

Kapillarleitung

Knickschutz

3107876.01

120
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6. Montagehinweise fur Anliegefiihler

6.1 Montage an Rohren

Die Geometrie des Anliegefiihlers ~ Rohrschellenmontage
ist abgestimmt auf Rohre mit einem Isolierung
AuBendurchmesser zwischen 20
und 160 mm. Zum Befestigen des
Anliegefiihlers am Rohr genlgen
Rohrschellen. Der Anliegefiihler
sollte direkten metallischen Kontakt
zur Messstelle aufweisen und fest
auf der Oberflache des Rohres
aufliegen. Sofern die zu erwartenden Temperaturen unter 200 °C liegen,
kann zur Optimierung des Warmeliberganges zwischen Anliegefihler
und Rohr eine Wérmeleitpaste eingesetzt werden. Eine Isolierung muss
an der Montagestelle angebracht werden, um Warmeableitfehler zu
vermeiden. Diese Isolierung muss ausreichend temperaturbestandig
sein und gehdrt nicht zum Lieferumfang.

3107922.01

6.2 Montage an Behéltern
Die Geometrie des Anliegeflhlers Winkeleisenhalterung
ist abgestimmt auf BehélterauBen-

- - . Isolierung
radien bis 80 mm. Betragt an der

3107930.01

Montagestelle des Anliegefiih- R o,
lers der BehalterauBenradius (6:‘:::;::‘:9}’2::::;:0‘03,
mehr als 80 mm, empfehlen wir "0’0’0’0"] ,00’0‘0»‘
das Verwenden eines auf den )9»““‘ s 0.9/

jeweiligen Behélterdurchmesser
abgestimmten Zwischenteiles aus
einem Material mit guter thermischer Leitfahigkeit. Zum Befestigen des
Anliegefiihlers am Behalter kann z. B. eine Halterung aus Winkeleisen
mit Anpressschrauben eingesetzt werden. Der Anliegefiihler sollte
direkten metallischen Kontakt zur Messstelle aufweisen und fest auf der
Oberflache des Behalters aufliegen.

Zur Optimierung des WarmeUlberganges zwischen Anliegefiihler und
Behalter kann eine Wéarmeleitpaste eingesetzt werden, wenn die zu
erwartenden Temperaturen unter 200 °C liegen. Eine Isolierung muss
an der Montagestelle angebracht werden, um Warmeableitfehler zu
vermeiden. Diese Isolierung muss ausreichend temperaturbestandig
sein und gehdrt nicht zum Lieferumfang.
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7. Stérungen

7. Stérungen

GEFAHR!

Lebensgefahr durch Explosion

Durch Arbeiten in entziindlichen Atmospharen besteht

Explosionsgefahr, die zum Tod flihren kann.

» Stoérungen nur in nicht-entziindlichen Atmosphéaren
beseitigen!

VORSICHT!
Korperverletzungen, Sach- und Umweltschaden
Kénnen Stérungen mit Hilfe der aufgefiihrten MaBnahmen nicht

beseitigt werden, Gerat unverzlglich auBer Betrieb setzen.

» Sicherstellen, dass kein Druck bzw. Signal mehr anliegt
und gegen versehentliche Inbetriebnahme schitzen.

» Kontakt mit dem Hersteller aufnehmen.

» Bei notwendiger Riicksendung die Hinweise unter Kapitel
9.2 ,Ricksendung” beachten.

WARNUNG!
Kérperverletzungen, Sach- und Umweltschaden durch
gefdhrliche Messstoffe

Bei Kontakt mit gefahrlichen Messstoffen (z. B. Sauerstoff,
Acetylen, brennbaren oder giftigen Stoffen), gesundheitsge-
fahrdenden Messstoffen (z. B. atzend, giftig, krebserregend,
radioaktiv) sowie bei Kélteanlagen, Kompressoren besteht die
Gefahr von Korperverletzungen, Sach- und Umweltschaden.
Am Gerat kdnnen im Fehlerfall aggressive Messstoffe mit
extremer Temperatur und unter hohem Druck oder Vakuum
anliegen.

» Bei diesen Messstoffen mussen Uber die gesamten
allgemeinen Regeln hinaus die einschlagigen Vorschrif-
ten beachtet werden.

> Notwendige Schutzausristung tragen.

Kontaktdaten siehe Kapitel 1 ,,Allgemeines” oder Rlckseite
der Betriebsanleitung.
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7. Stérungen / 8. Wartung und Reinigung
[ Storungen ____Ursachen ______|MaBnahmen |

Kein Ausgangssignal Keine Hilfsenergie oder
Leitungsbruch

Ferngeber falsch ange-
schlossen

Elektronik defekt durch
zu hohe Hilfsenergie oder
durch Fremdspannung

Gleichbleibendes Hilfsenergie verpolt
Ausgangssignal bei angeschlossen
Temperaturdnderung (I =ca.0mA)

Ferngeber defekt
Zu hohes, bei Tem- Elektronik defekt durch
peraturanderung zu hohe Hilfsenergie oder
gleichbleibendes durch Fremdspannung

Ausgangssignal
Signalspanne zu klein Hilfsenergie zu niedrig
Biirde zu hoch

Spannungsversorgung
und Leitungen Uberprii-
fen. Ggf. defekte Teile
austauschen

Anschlusse Uberprufen;
Anschlisse ggf.
korrigieren

Messgerét zur Instandset-
zung an Hersteller zuriick

Verklemmung prifen

und ggf. Klemme 1 und 2
vertauschen

Messgerét zur Instandset-
zung an Hersteller zurlick
Messgerét zur Instandset-
zung an Hersteller zurtick

Hilfsenergie korrigieren

max. zulassige Burde
beachten

Fur den Austausch des Gerates die Kapitel 9 ,Demontage, Rucksen-
dung und Entsorgung“ und 5 ,Inbetriebnahme, Betrieb® beachten.

8. Wartung und Reinigung

8.1 Wartung
Die Gerate sind wartungsfrei.

Eine Uberpriifung der Anzeige und der Schaltfunktion sollte etwa 1 bis 2
mal pro Jahr erfolgen. Dazu kann das Gerat vom Prozess getrennt und
mit einem Temperaturkalibrator kontrolliert werden.
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8. Wartung und Reinigung

Prifung gefiillter Geréte

Fur gefullte Gerate ist der Fullstand etwa 1- bis 2-mal pro Jahr zu
Uberprufen. Der Flussigkeitsspiegel darf nicht unter 75 % des Gerate-
durchmessers fallen.

WARNUNG!
& Lebensgefahr durch unzulédssiges Fiillen/Nachfiillen

des Gerates mit Verlust des Explosionsschutzes

Das Fullen/Nachfullen von Geraten von nicht-autorisierten

Personen flhrt zum Verlust des Explosionsschutzes und

kann zur Beschadigung des Gerates fihren.

» Instandsetzung der Gerate nur durch autorisierte Stellen
durchflhren lassen.

» Bei notwendiger Riicksendung die Hinweise unter Kapitel
9.2 ,Ricksendung” beachten.

Reparaturen sind ausschlieBlich vom Hersteller durchzufihren.

8.2 Reinigung

VORSICHT!

Korperverletzungen, Sach- und Umweltschaden

Eine unsachgemaBe Reinigung fiihrt zu Kérperverletzungen,
Sach- und Umweltschaden. Messstoffreste im ausgebauten
Gerat kdnnen zur Gefahrdung von Personen, Umwelt und
Einrichtung fuhren.

» Reinigungsvorgang wie folgt beschrieben durchfihren.

1. Vor der Reinigung das Gerat ordnungsgeman von der Druckversor-
gung trennen, ausschalten und vom Netz trennen.

2. Notwendige Schutzausriistung verwenden.

3. Das Geréat mit einem feuchten Tuch reinigen.
Elektrische Anschlisse nicht mit Feuchtigkeit in Beruihrung bringen!
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8. Wartung und Reinigung / 9. Demontage ...

VORSICHT!
Beschadigung des Gerates
Eine unsachgemaBe Reinigung fiihrt zur Beschadigung des

Gerates!

> Keine aggressiven Reinigungsmittel verwenden.

» Keine harten und spitzen Gegensténde zur Reinigung
verwenden.

4. Ausgebautes Gerat spllen bzw. sdubern, um Personen und Umwelt
vor Gefahrdung durch anhaftende Messstoffreste zu schiitzen.

9. Demontage, Riicksendung und Entsorgung

WARNUNG!
Korperverletzungen, Sach- und Umweltschaden durch
Messstoffreste

Messstoffreste im ausgebauten Geréat kénnen zur Gefahr-

dung von Personen, Umwelt und Einrichtung fuhren.

» Notwendige Schutzausriistung tragen.

» Angaben im Sicherheitsdatenblatt fiir den entsprechen-
den Messstoff beachten.

P Ausgebautes Gerat spulen bzw. sdubern, um Personen
und Umwelt vor Gefahrdung durch anhaftende Messstoff-
reste zu schitzen.

9.1 Demontage

WARNUNG!
Verbrennungsgefahr
Beim Ausbau besteht Gefahr durch austretende, gefahrlich

heiBe Messstoffe.
» Vor dem Ausbau das Geréat ausreichend abkiihlen lassen!
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9. Demontage, Riicksendung und Entsorgung

GEFAHR!

Lebensgefahr durch elektrischen Strom

Bei Berlihrung mit spannungsfiihrenden Teilen besteht
unmittelbare Lebensgefahr.

» Die Demontage des Gerétes darf nur durch Fachpersonal

erfolgen.
» Gerat im stromlosen Zustand demontieren.

WARNUNG!
Kérperverletzung
Bei der Demontage besteht Gefahr durch aggressive

Messstoffe und hohe Driicke.

» Angaben im Sicherheitsdatenblatt fur den entsprechen-
den Messstoff beachten.

» Gerat im drucklosen Zustand demontieren.

Gegebenenfalls muss die Messleitung entspannt werden. Bei Plattenfe-
dermanometern dirfen die Spannschrauben des Ober- und Unterflan-
sches nicht gelést werden.

9.2 Ricksendung

Beim Versand des Gerétes unbedingt beachten:

Alle an WIKA gelieferten Gerate mussen frei von Gefahrstoffen (Sauren,
Laugen, Lésungen, etc.) sein und sind daher vor der Riicksendung zu
reinigen.

WARNUNG!
Kérperverletzungen, Sach- und Umweltschéden durch
Messstoffreste

Messstoffreste im ausgebauten Gerét kénnen zur Gefahr-

dung von Personen, Umwelt und Einrichtung fuhren.

» Bei Gefahrstoffen das Sicherheitsdatenblatt fir den
entsprechenden Messstoff beilegen.

> Gerat reinigen, siehe Kapitel 8.2 ,Reinigung“.

Zur Ricksendung des Gerates die Originalverpackung oder eine geeig-
nete Transportverpackung verwenden.
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9. Demontage .../ 10. Technische Daten
Hinweise zur Riicksendung befinden sich in der Rubrik
Service" auf unserer lokalen Internetseite.

9.3 Entsorgung

Durch falsche Entsorgung kénnen Gefahren flr die Umwelt entstehen.
Geratekomponenten und Verpackungsmaterialien entsprechend den
landesspezifischen Abfallbehandlungs- und Entsorgungsvorschriften
umweltgerecht entsorgen.

Nicht mit dem Hausmdill entsorgen. Fur eine geordnete
Entsorgung geman nationaler Vorgaben sorgen.

10. Technische Daten

GEFAHR!

Lebensgefahr durch Verlust des Explosionsschutzes

Das Nichtbeachten der Angaben fiir den Einsatz in explo-

sionsgefahrdeten Bereichen fuhrt zum Verlust des Explosi-

onsschutzes.

» Nachfolgende Grenzwerte und technische Angaben
einhalten.

» Das Gehause enthalt Teile aus nichtmetallischem
Werkstoff, die aufgrund von Umgebungsbedingungen
negativ beeinflusst werden kénnen. Es muss sicherge-
stellt werden, dass die nichtmetallischen Teile durch die
Umgebungsbedingungen keinen Schaden nehmen.

Nichtmetallische Teile des Gehauses
PUR, TPU, PA 6, EPDM, NBR (Option), FMQ (Option)
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10. Technische Daten

10.1 Elektrischer Anschluss

Standard-Kabeldose

Kabeldose, rechts am Gehause montiert.

Werkstoff: PA 6, schwarz

Nach VDE 0110 Isolationsgruppe C/250 V

Kabelverschraubung M20 x 1,5 (nach unten abgehend) mit Zugentlastung
6 Schraubklemmen + PE fiir Leiterquerschnitt 1,5 mm?

Kabelausgang
Kabellange 2 m oder 5 m, nach rechts unten abgehend
Werkstoff: PVC

Miniaturstecker
Miniaturstecker M8 x 1 (4-polig)

10.2 Transmitterelektronik fiir Ex-Bereiche

Typ 892.44

Ausgangssignal Variante 2: 4 ... 20 mA, 2-Leiter, fir
explosionsgefahrdete Bereiche

Hilfsenergie Ug DC14..30V

Einfluss der Hilfsenergie <0,1 % vom Endwert/10 V

Zulassige Restwelligkeit von Ug <10 % ss

Zulassige max. Biirde Ry Ra < (Ug - 12V)/0,02 A mit Ra in Ohm
und Ug in Volt, jedoch max. 600 Q

Birdeneinfluss < 0,1 % vom Endwert

Langzeitstabilitat Elektronik < 0,3 % vom Endwert pro Jahr

Elektrischer Ausgangssignal <1 % der Messspanne

Kennlinienabweichung <1 % der Messspanne (Grenzpunkt-
einstellung)

Auflésung 0,13 % vom Endwert (10 Bit Auflésung
bei 360°)

Aktualisierungsrate (Messrate) 600 ms
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10. Technische Daten

Sicherheitstechnische Hochstwerte

VR P N - IR

DC30V 100 mA 720 mW 11nF vernachléssigbar

Weitere Informationen siehe Anhang ,EU-Konformitéatserklarung*

10.3 Gasdruckthermometer mit elektrischem Ausgangssignal
Gasdruckthermometer Typ TGT73

Messelement Gasdruck-Inertgasfullung
NenngréBe = 100

u 160
Geréateausfiihrung B Anschlusslage rickseitig (axial)

B Anschlusslage unten (radial)

B Anschlusslage rickseitig, dreh- und

schwenkbar
B Gerate mit Fernleitung

Genauigkeitsklasse Klasse 1 nach EN 13190
bei 23 °C +10 °C Umgebungstemperatur

Verwendungsbereich

Dauerbelastung (1 Jahr) Messbereich (EN 13190)

Kurzzeitig (max. 24 h